
SPARES AND SUPPLEMENTS CODE

Infrared spare probe with 1,5 mt cable 23080000000010

Infrared spare probe with 2 mt cable 23080000020010

Infrared spare probe with 5mt cable 23080000050010

Infrared spare probe with 10 mt cable 23080000010010

Infrared spare probe with 15 mt cable 23080000015010

Infrared spare probe with 25 mt cable 23080000002510

Infrared spare probe with 30 mt cable 23080000030010

Probe cable supplement (per meter, up to 100 mt) 2070240259991

OIL TRAY TYPE: Size (mm) CODE SUITABLE FOR

GPS10: 245 x 140 x 40 23090000001000 GPS 10

40: 400 x 230 x 60 23090000001100 GP-30 N / GPS 10 Maxi

62: 620 x 230 x 60 21030000006200 GP30 GE ; GP70-130-200-300-500; RL 0-1-2, FP10-23-41 N

77: 770 x 350 x 55 21030000009201 GP800 N GP70-130 GE

88: 880 x 350 x 60 21030000008800 GP70-130-200-300-500 GE

92: 920 x 350 x 60 21030000009200 GP-800 GE, RL3-4 N,RL 1-4 GE,FP10-120 GE

120: 1200 x 350 x 35 21030000012000 GP 1500 N

140: 1450 x 350 x 35 21030000014100 GP 1500 GE

350 N: 850 x 900 x 220 21030000000035 GPS 350 N

350 GE: 1100 x 1090 x 200 21030000000135 GPS 350 GE

ZG: 780 X 695 X 40 5107 Modulating burner inlet assemblies

VACUUM AND LIQUID BARRIER LEAK DETECTION CODE

DDP-25 Vacuum type with valve 24060000000111

DDP-14 Interstitial leak detection liquid type 24060000000113
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