
TYP GPS-35 GE GPS-70 GE GPS-130 GE GPS-200 GE GPS-350 GE GPS-950 GE GPS-1500 
GE

FLOW l/h 30 70 130 200 350 950 1.500

POWER SUPPLY VOLTS 230
Single-phase

230/400
Tri-phase(*)

230/400
Tri-phase(*)

230/400
Tri-phase(*)

230/400
Tri-phase(*)

230/400
Tri-phase

230/400
Tri-phase

RECOMMENDED
SUCTION PIPE

mm Ø
(OD) 12 15 15 18 22 25 32

MOTOR
POWER

C.V. 1/6 1/4 1/3 1/3 1/3 3/4 1½

KW 0,12 0,18 0,25 0,25 0,25 0,55 1,1

SUCTION (mm) Ø 
PIPINGD G 3/8”F G ½”W G ½”F G ¾”F 1”F 1”F 1”F

RETURN
PIPE BURNER

BSP
THREAD G 3/8”F G ½”F G ½”F G ½”F 1”F 1”F 1”F

TANK CAPACITY lts. 24 68 68 68 238 238 245

SOUND LEVEL dB (A) 46 48 49 49 49 49 49

MOTOR
PROTECTION IP 20 55 55 55 55 55 55

TYP GPS-35 
GE

GPS-70 
GE

GPS-130 
GE

GPS-200 
GE

GPS-350 
GE

GPS-950 
GE

GPS-1500 
GE

A 263 370 370 370 600 600 600

B 370 640 640 640 1.030 1.030 1.030

C 680 760 760 760 960 960 960

D 540 — — — — — —

E 20 — — — — — —

F 400 430 430 430 1.090 1.090 1.090

G 800 870 870 870 1.100 1.100 1.100

H 80 185 185 185 200 200 200

Approx. Weight (kg) 18 48 50 50 97 97 97



G.E.

C/Invierno, 4-6 28500

Arganda del Rey. Madrid (Spain) 

Telf.: (+34) 918 719 294

info@inprord.com

www.inprord.com

63457 Hanau - Voltastr, 10

Deutschland (Germany) 

Telf.: (+49) 06181/9587-0

info@simka.de

www.simka.de

Investigación y Producción S.L. Zweigniederlassung Deutschland


