
MODEL GPS-35 N GPS-70 N GPS-130 N GPS-200 N GPS-350 N GPS-950 N GPS-1500 N

FLOW l/h 30 70 130 200 350 950 1.500

POWER SUPPLY VOLTS 230/400
mono phase

230/400
tri-phase (*) 

230/400
tri-phase (*)

230/400
tri-phase (*)

230/400
tri-phase (*)

230/400
tri-phase (*)

230/400
tri-phase (*)

MOTOR
POWER

C.V. 1/6 1/4 1/3 1/3 1/3 3/4 1

KW 0,12 0,18 0,25 0,25 0,25 0,55 0,75

RECOMMENDED
SUCTION PIPE

mm Ø
(OD) 12 15 15 18 22 25 32 

POWER BSP
Thread G 3/8”F G ½”F G ½”F G ¾”F 1”F 1”F 1”F

RETURN
PIPE BURNER

mm ø
PIPING G 3/8”F G ½”F G ½”F G ½”F 1”F 1”F 1”F

TANK
CAPACITY lts. 13,6 35 35 35 163 163 217

MOTOR
PROTECTION IP 20 55 55 55 55 55 55

MODEL GPS-35 N GPS-70 N GPS-130 N GPS-200 N GPS-350 N GPS-950 N GPS-1500 N

A 260 370 370 370 370 600 600

B 390 640 640 640 640 1.030 1.030

C 360 400 400 400 400 650 650

D 260 — — — — — —

E 40 — — — — — —

F 410 430 430 430 850 850 850

G 460 670 670 670 900 900 900

H 80 120 120 120 220 220 220

Approx. Weight (kg) 10 35 36 36 75 75 75
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